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ACCURATELY RECORD AND DOCUMENT TEMPERATURE DURING 
TRANSPORT, STORAGE … PROCESSES. 

Specifications 
 
• 316-L stainless steel construction  
• Dimensions : height 39.5 mm / D. 15 mm 
 

• Internal Pt1000 temperature sensor : 
 

• Memory capacity 16,000 acquisitions 
Programmable acquisition rate from 1 s to 1 h
Programmable acquisition duration 
 

• High capacity battery 
High temperature battery pack easily 
replaceable by the user 
 

•  Non volatile memory (EEPROM) 
• 16 bit A/D conversion 

 

System accuracy 
 
• Operation and measurement range : 
 
Temperature : from -40°C to +100°C. 
 
• Accuracy : +/- 0.5°C 
 
• Resolution : 0.02°C 
 
 
Software operating conditions 
 
Programming and data recovery via 
interface connected to a PC serial port. 
System requirements Windows 95-98-
2000-Me-NT-XP with a Pentium processor.
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FOR MORE INFORMATION CONTACT :
 
 

TMI - ORION 
Parc Industriel et Technologique de la Pompignane 
Rue de la Vieille Poste 
34055 MONTPELLIER Cedex 1 – France 
Ph. : (33).(0)4.99.52.67.17    - Fax : (33).(0)4.99.52.67.19
e-mail : tmi@tmigi.com 
Web : http://www.tmi-orion.com 
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